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EJ-SAN-100
Expansion joint cover for exterior walls
Wall to wall or wall to wall corner condition

1" Installed Width

Elastomeric " : : * After Movement
Compression Seal 12" Allow Min Opering Occurs
1 1/2" Allow Max Opening |%
Face Of Wall 7 Recess (If Desired)
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Install Seal Utilizing

Manufacturers Recommended Adhesive
(Note: Apply Adhesive To Ensure
Full Surface Contact with Seal Sidewall)
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Note:
- Seal Suitable For Installations On Exterior
or Interior Masonry And Gypsum Board Construction.

- Seal Available In Colors.
Standard Colors: Black, Beige, Gray.)
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EJ-SAN Series
Expansion joint cover for exterior walls
Wall to wall or wall to wall corner condition

Elastomeric  »
Compression Seal

Finished Surface ‘\ . A" ,

Noté: Webbing Varies By Model.

__ ~ Install Seal Utilizing
E = ., Prima-lub Adhesive
‘____, 1/4" (6.4) i
| | < "
e ‘ | Conc\rete Ledge Required For
: ' : Horizontal Applications
"EJ-SAN" PROFILE
SLAB-TO-SLAB CONDITION
() - Denotes Millimeters
Dimension Chart
Seal Profile "A".Joint . "A"_Joint Total Installa_tion "G:oove Depth
Opening (min.) |Opening (max.) Movement @ Mid. B" @ Full Comp.
EJ-SAN-225 | 11/16"(17) 1-15/16"(49) 1-1/4"(32) 1-3/8"(35) 1-7/8"(48)
EJ-SAN-250 | 1-1/16%(27) | 2-1/8"(54) 1-1116"(27) [ 1-5/8"(41) | 2-3/8"(60)
EJ-SAN-300 | 1-7/16"(37) 2-9/16"(65) 1-1/8"(29) 2°(51) 2-17/32"(64)
EJ-SAN-400 | 1-1/4"(32) 3-3/8"(86) 2-1/8"(54) 2-3/8"(60) 3-3/16"(81)
EJ-SAN-500 | 1-7/16"(37) 4-1/4"(108) 2-13/16"(71) 2-7/8"(73) 3-5/8"(92)
EJ-SAN-600 | 1-13/16"(46) | 5-1/8"(130) 3-5/16"(84) 3-1/2"(89) 4-5/8"(117)
EJ-SAN-500LH| 1-7/16"(37) 4-1/4"(108) 2-13/16"(71) | 2-7/8"(73) 2-3/4"(70)

Note: Specify Santoprene Or Neoprene Material When Ordering
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