
VINYL BUMPER #V115

HIGH IMPACT VINYL ACRYIC 
MOUNTING BRACKET- #M290
32" [813mm] O.C. MAX.

ALUMINUM BUMPER RETAINER

WOOD RAIL #W100

FASTENERS: 1/4"-20 BOLTS 
WITH TYPE BB TOGGLER 
BRAND TOGGLES BY 
MECHANICAL PLASTICS 32" 
[813mm] O.C. MAX.

5 1/2"
 [139.7mm]

3"
 [76.2mm]

1 1/2"
 [38.1mm]

1 1/2"
 [38.1mm]

GENERAL SPECIFICATION 
ALUMINUM BUMPER RETAINER:  ALUMINUM ALLOY TYPE 6063-T5, WITH BRITE DIP 
CLEAR, BRITE DIP GOLD, BRONZE, OR MATTE BLACK ARCHITECTURAL CLASS 1 
ANODIZED COATING
HANDRAIL:  FOREST STEWARDSHIP COUNCIL (FSC) CERITFIED KILN-DRIED SELECT 
AND BETTER RED OAK, MAPLE OR ASH, FURNISHED IN  6' - 14' [1.8M - 4.3M] FOOT 
RANDOM LENGTHS.
RETURNS:  RETURNS TO BE FIELD CUT FROM CONTIGUOUS HAND RAIL SECTIONS  
TO ENSURE WOODGRAIN MATCH. PRE-CUT RETURNS ARE AVAILABLE AT EXTRA  
COST, HOWEVER GRAIN WILL NOT MATCH.  
FINISH: ANILINE STAIN AND A CLEAR, SCUFF-RESISTANT, CATALYZED 
POLYURETHANE TOPCOAT.

RELATED PARTS NOT SHOWN 
WOOD SPLICE PLATE #W102 
WOOD STAIN #WF1
OPTIONAL RIGHT-HAND RETURN 
#WHRB-55RR
OPTIONAL LEFT-HAND RETURN 
#WHRB-55LR

BACK-UP CHANNEL (BY OTHERS) 
REQUIRED FOR PROPER SUPPORT

#A-050

METAL STUD MANUFACTURER FOR RATINGS.  FASTENERS AND PARTITION COMPONENTS NOT BY ARDEN ARCHITECTURAL SPECIALTIES, INC.
IMPORTANT: USER SHALL VERIFY CONFORMANCE OF ALL CONSTRUCTIONS SHOWN WITH LOCAL CODES AND WITH REQUIREMENTS OF
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